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Ground Zero Electrostatics 
High Temperature Tape 

 
High-Temperature Masking Tape 
 

Designed for high temperature masking applications, the tapes' special non-staining 
adhesive insures high adhesion and clean stripping. The thickness of the tape 
ensures excellent conformability on curves and irregular objects. Non-stock sizes are 
available upon request.  
 
SPECIFICATIONS 
Thickness  7.0 mils  

Adhesion to Steel  35 oz./in.  

Elongation  8%  

Temperature Range  -32°F to +275°F (-35° to 135° C) 

Tensile Strength  22 lbs./inch  

Roll Length 60 Yards (55 meters)  

Core Size  3 inches  

Decay Time  (seconds) < 2  

Surface Resistivity  3x10E10  

Surface Resistivity (Adhesive) 2x10E11  

 
Number Description Length Size 

TP-12241 Hi Temp Masking 60 Yds. 1/2" 

TP-12242 Hi Temp Masking 60 Yds. 3/4" 

TP-12243 Hi Temp Masking 60 Yds. 1" 

TP-12244 Hi Temp Masking 60 Yds. 1-1/2" 

TP-12245 Hi Temp Masking 60 Yds. 2"  
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Ground Zero Electrostatics 
High Temperature Tape 

Anti Static High-Temperature Kapton® Tape 
 

 

This anti static Polyimide film-based Kapton® tape has a special surface 
conductive adhesive. This tape is used for wave soldering, and masking of printed 
circuit boards during conformal coating, amongst other applications. It leaves no 
adhesive residue after removal. This product has a thick adhesive layer for added 
conformability to high PCB tracking.  
 
SPECIFICATIONS 

Supporting Base Polyimide special construction  
Adhesive Electrically conductive particles 

embedded in a layer of Polysiloxane 
adhesive.  

Base Thickness 1.00 mil (0.025 mm)  

Total Thickness 2.4 mill (0.060 mm)  

Tensile Strength 28 lbs./inch (50 N/cm)  

Elongation 70%  

Electrical Resistance (Adhesive) 10E3-To-10E4 ohms/sq.  
Temperature 
Resistance 

Up to 300° C (short term) 572° F 

Adhesive Strength 9 OZ/inch (1.0 N/CM)  

Adhesive Type Silicone  

Color Brown Opaque  

Core Type Plastic  

Core Size 3"  
 

Number Description Length Size 

TP-12253 Kapton Tape 36 Yds. 1/4" 

TP-12254 Kapton Tape 36 Yds. 3/8" 

TP-12255 Kapton Tape 36 Yds. 1/2" 

TP-12256 Kapton Tape 36 Yds. 3/4" 

TP-12257 Kapton Tape 36 Yds. 1" 

TP-12258 Kapton Tape 36 Yds. 2" 

 
NOTE 

Statements, technical information and recommendations contained 
herein are based on tests we believe to be reliable but they are not to 
be construed in any manner as warranties expressed or implied. the 
user shall determine the suitability of the product for his intended use 
and user assumes all risk and liability whatsoever in connection 
therewith. 
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Ground Zero Electrostatics 
High Temperature Tape 

High-Temperature Kapton® Tape 

The electrical grade Polyamide Kapton® Tape with pre-cured pressure sensitive 
silicone adhesive film is designed to operate at elevated temperatures higher 
than Polyester. This heat-stabilized film surpasses the dimensional stability of 
Polyester, and will thermoset to increase adhesion values. This model is not 
static dissipative.  

SPECIFICATIONS 

Color  Amber  

Adhesion Type  Silicone  

Total Thickness  2.8 mils 

Film Thickness  1.6 ± 0.2 
mils 

Adhesive Thickness  1.0 mils 

Adhesion to Steel 3.0 
lb/inch 

Tensile Strength  32 lb/inch 

Elongation  60%  

Dielectric Strength  7000 
Volts 

Flammability  (UL-94) 
V-0  

Insulation Resistance  1'000'000 
meg ohms 

Electrolytic Corrosion Factor  1.0  

Insulation Class  82° 
C(180°F)  

Temperature Resistance 250 C° 
(500 F°)  

Resistance to Acids, Oils, Solvents Excellent  

Plastic Core Size 3"  
 

Number Description Length Size 

TP-12247 Hi Temp Kapton® 36 Yds. 1/4" 

TP-12248 Hi Temp Kapton® 36 Yds. 1/2" 

TP-12249 Hi Temp Kapton® 36 Yds. 3/4" 

TP-12250 Hi Temp Kapton® 36 Yds. 1" 

TP-12251 Hi Temp Kapton® 36 Yds. 2” 
 



 

 
4916 26th Street West, Suite 100, Bradenton, Florida 34207 
Toll Free  877-GND-ZERO (463-1376), Direct Phone  941-751-7581 Fax 1-941-751-7586 
Email sales@gndzero.com 
http://www.gndzero.com 

Ground Zero Electrostatics 
High Temperature Tape 

Gray Anti Static High Temperature Tape 
 
The Dark Gray High Temperature Series is an anti static tape, made of 
Polyester film, coated with a surface conductive adhesive. This tape is used for 
masking of printed circuit boards during conformal coating, amongst other 
applications. It leaves no adhesive residue after removal.  
 
SPECIFICATIONS:  
Supporting Base Polyester Film  

Adhesive  Synthetic Conductive Resin  

Base Thickness 1.00 mil (0.025 mm)  

Total Thickness  2.2 mill (0.055 mm)  

Tensile Strength 23 lbs./inch (40 N/cm)  

Elongation 80-120%  

Electrical Resistance (Adhesive) 50000-100000 ohms/cm.  

Temperature Resistance  Up to 130° C (266° F) 

Adhesive Strength 27 OZ/inch (3.0 N/CM)  

Color Dark Gray 

Core Type Plastic 

Core Size 3"  

Standard Roll Width† ¼", ½", ¾", 1" & 2" 
(6, 12, 18, 24 & 48 mm) 

Standard Roll Length 72 Yards 

†Other widths available upon request. 
 

Number Description Length Size 

TP-12260 Gray Hi Temp Polyester 72 Yds. 1/4" 

TP-12261 Gray Hi Temp Polyester 72 Yds. 1/2" 

TP-12262 Gray Hi Temp Polyester 72 Yds. 3/4" 

TP-12263 Gray Hi Temp Polyester 72 Yds. 1" 

TP-12264 Gray Hi Temp Polyester 72 Yds. 2” 
 

NOTE 

Statements, technical information and recommendations contained herein are 
based on tests we believe to be reliable but they are not to be construed in 
any manner as warranties expressed or implied. the user shall determine the 
suitability of the product for his intended use and user assumes all risk and 
liability whatsoever in connection therewith. 
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